
bat-scn10-ml-in-02 Rev A
Model BAT-SCN10

Battery Pack Information

Charge Battery Pack
Battery shipped partially charged. Charge the battery before initial use. To learn about accessory compatibility and battery 
charge times, see the user guide and quick start guide for your specific device model. Product documentation is available for 
download from sps.honeywell.com. 

Note: You can charge batteries after a partial discharge without affecting the original battery capacity.

Specifications
Design and specifications are subject to change without notice. 

Important Recommendations
To learn more about Battery Maintenance for Portable Devices, go to honeywell.com/PSS-BatteryMaintenance.

• For maximum battery life, charge the battery at 20 °C (68 °F) to 25 °C (77 °F) and store at 23 °C (73 °F) with a 50% charge. 
• Do not store the battery pack at temperatures above 60 °C (140 °F). Storage above 60 °C (140 °F) may damage the battery 

pack. 
• Use battery pack model BAT-SCN10 in Honeywell approved devices. Any other use of this battery pack could result in 

damage to the device or to the battery pack. 
• Only charge your battery pack with a Honeywell-approved charger.
• Do not allow metallic conductive objects to contact battery terminals. Do not short-circuit a battery or throw it into a fire; 

it can explode and cause severe personal injury.
• Do not immerse batteries into, or expose them to water or seawater.
• Do not incinerate, microwave, throw into a fire, or expose batteries to temperatures above the maximum rating.
• Do not disassemble a battery or try to open or penetrate its housing.
• Replace the battery only with another BAT-SCN10. This battery has been tested in accordance with applicable safety 

standards. Contact your Honeywell sales representative or distributor if this battery is no longer available.

Product: Rechargeable Li-ion battery, Model BAT-SCN10

Dimensions: 4.3 x 3.3 x 0.9 cm (1.7 x 1.3 x 0.3 in)

Weight: 18 g (0.63 oz)

Battery configuration: 1S1P (1 cell in series, 1 cell in parallel)

Maximum output: 4.4V

Nominal output: 3.85V

Capacity: 570 mAh

Relative humidity: 25% to 50% non-condensing

Operating temperature: -20 °C (-4 °F) to 60 °C (140 °F)

Storage temperature: -20 °C (-4 °F) to 60 °C (140 °F), for up to 30 days
-20 °C (-4 °F) to 35 °C (95 °F), for up to 90 days
-20 °C (-4 °F) to 25 °C (77° F), for up to one year

Charging temperature: 0 °C (32 °F) to 45 °C (113 °F)

Battery Model Battery Part Number(s) Replacement Battery (SKU)

BAT-SCN10 50182998-001, 3012-6346-001 BAT-SCN10-A

BAT-SCN10 50182996-001, 3012-6348-001 BAT-SCN10-I

BAT-SCN10 50175379-001, 3012-6347-001 BAT-SCN10

CAUTION: Improper battery replacement or incompatible device usage may result in risk of burns, fire, explosion, or 
other hazard.  Dispose of lithium-ion batteries according to local regulations.

https://www.sps.honeywell.com
https://www.honeywell.com/PSS-BatteryMaintenance
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ATTENTION : Un remplacement inadéquat de la batterie ou une utilisation incompatible de l'appareil peut présenter 
des risques de brulures, d'incendie, d'explosion ou  d'autres dangers.  Jetez les piles en lithium-ion conformément aux 
régulations locales.  

MISE EN GARDE : Le remplacement incorrect de la pile ou l'usage d'un appareil non compatible peut représenter des 
risques de brûlures, d'incendie, d'explosion ou d'autres dangers.  Éliminez les piles lithium-ion usagées conformément 
aux réglementations locales.  

Attenzione. La sostituzione inadeguata delle batterie o un uso incompatibile del dispositivo possono causare rischi di 
ustioni, incendi, esplosioni o altri pericoli.  Smaltire le batterie agli ioni di litio in conformità ai regolamenti locali.  

VORSICHT. Ungeeignete Ersatz-Akkus oder nicht kompatible Gerätenutzung kann zu Verbrennungen, Feuer, Explosion 
oder anderen Gefahren führen.  Entsorgen Sie die Lithium-Ionen-Batterien gemäß den lokalen Richtlinien.  

PRECAUCIÓN: El reemplazo inadecuado de la batería o el uso de un dispositivo incompatible pueden dar como 
resultado quemaduras, un incendio, explosión u otros riesgos.  Descarte todas las baterías de litio según las 
regulaciones locales.  

CUIDADO: a substituição incorreta da bateria ou o uso de um dispositivo incompatível pode resultar em riscos de 
queimaduras, incêndio, explosão ou outros perigos.  Descarte as baterias de íon de lítio de acordo com as 
regulamentações locais.  
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تحذير: قد ي�سبب اس�خدام بطارية غ/ر صحيحة أو الاس�عمال غ/ر الم�وافق لل-,از ف( الإصابة بحروق أو اندلاع حريق أو حدوث انفجارات أو ال�سبب بمخاطر أخر�.  يجب ال�خلص من 
البطاريات وفقًا للوائح المحلية.

❡ㅷ⚥剣㹲暟餘涸ぜ獦⿺ゎꆀ  
(Names and Content of Hazardous Substances in the Product)
鿈⟝ぜ獦 
(Parts Name)

剣㹲暟餘  (Hazardous Substance)
꜍ (Pb) 寏 (Hg) ꞑ (Cd) Ⱉ⟟Ꜵ (Cr6+) 㢴徃翫薅 (PBB) 㢴徃✳薅ꄍ(PBDE)

歏寑 (Battery) x o o o o o
劥邍呔⣜䰘 SJ/T 11364 涸錞㹁綘ⵖկ (The table is created in accordance to SJ/T 11364.)
o: 邍爙霪剣㹲暟餘㖈霪鿈⟝䨾剣㖲餘勞俱⚥涸ゎꆀ㖲㖈 GB/T 26572 叻ⲥ錞㹁涸ꣳꆀ銳宠⟄♴կ (Indicates that this hazardous 
substance contained in all of the homogeneous materials for this part is below the limit requirement in China’s GB/T 26572.)
x: 邍爙霪剣㹲暟餘荛㼱㖈霪鿈⟝涸厤♧㖲餘勞俱⚥涸ゎꆀ馄ⴀ GB/T 26572 叻ⲥ錞㹁涸ꣳꆀ銳宠կ(Indicates that this hazardous 
substance contained in at least one of the homogeneous materials for this part is above the limit requirement in China’s GB/T 
26572.)
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